INTEGRATED EXPRESS RACK 2 PAYLOAD SAFING
M3UEEXPRSPLDQO002

NOTE
1. This procedure provides steps for safing all
payloads in EXPRESS Rack 2 (LAB101).

2. The procedure follows the order of first safing
Lockers 1, then Lockers 3, 4, and then
Drawer-1 is safed.

1. SAFE ARIS-ICE (LOCKER 1)

LAB10O1 Al LOCKER-1 POWER ® OFF
OLOCKER-1 Power Light — Off

2. SAFE EXPPCS-TS (LOCKER 3)

LAB10O1 F1 LOCKER-3 POWER ® OFF
OLOCKER-3 Power Light — Off

3. SAFE EXPPCS-AS (LOCKER 4)

LAB10O1 F1 LOCKER-4 POWER ® OFF
OLOCKER-4 Power Light — Off

4. SAFE SAMS-II ICU (DRAWER 1)

CAUTION

ICU Laptop must be shutdown gracefully or
the operating system could be compromised.

4.1 REMOVE ICU LAPTOP

LAB10O1 L1 Open access door (two captive fasteners)
Slide ICU Laptop out until it locks
Open ICU Laptop lid

4.2 SHUTDOWN ICU

SAMS ICU | Space Acceleration Measurement System Il (SAMS-I1)
Select Shut down ALL of SAMS-II

| Confirm TOTAL Shutdown |
Select OK
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NOTE
Two minutes are needed for the ICU to
shutdown all EEs and itself.

LAB10O1 L1 When screen is blank, close ICU lid.
OPower Indicator Light (rightmost light on back panel) — Off
Depress green locking tabs on slide rails and push ICU Laptop
into drawer.
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If slide rails do not retract freely
Depress locking tabs again.
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ICU/D1 cb POWER ® OFF
OPOWER Light — Off
cb DWR FAN ® OFF
cb PCB FAN ® OFF
Close access door (two captive fasteners)
LAB101_F1 DRAWER-1 POWER ® OFF
ODRAWER-1 Power Light — Off

5. POWER OFF RACK

LAB10O1 F1 RACK POWER ® OFF
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